Quartz Crystal Units

SMI

11SMX 67$1'$5' 60’ &5<673$/

11SMX STANDARD SPECIFICATIONS
[tem 6SHFL;FDWLRQV
Package type 11SMX
Frequency range 24.000 MHz to 80.000 MHz
Freqguency tolerance 130 ppm at +Z5+3C
Temperature stability (referred §0)+25 130 ppm ove20C to +7@
Load capacitance (CL) 7 pF, Typical
Actual sizes N
o 2w Shunt capacitance (CO) 5 pF max.

Drive level (P) PD]I  IRU WHVWLQJ

11SMX

1L 0.575 | 045 0.575 <Top View>
W # #a #3

Aging

5 ppm max. at {233 C per year

Cut / Oscillation mode

AT Cut / Fundamental

5HARZ FRQGLWLRQ

10 seconds max. at +2300C

PART NUMBERING GUIDE

Package type

Circuit calibration condiL’»on—T
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o _ M = Parallel resonance _
62/'(5,1* 3$77(51 11M2607 11 = 11SMX CL=7 pF 260 = 26.000 MHz
= 11S384 11 = 11SMX S = Series resonance 384 = 38.400 MHz
PACKAGE DATA
3DFNDJH
Item 11SMX
Lid Metal
. AT CUT Base Ceramic
o Sealing Seam
—— Terminal Tungsten (metalized)
: q Gold/ Nickel
Terminal plating (surface) / (under)
[ RoHS Compliant (Pfree)
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TYPICAL TEMPERATURE CHARACTERISTICS
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11SMX STANDARD FREQUENCIES

JUHTXHQF JUHTXHQF\ "HVLJ

24.000000 240

26.000000 260

32.000000 320

36.000000 360

38.400000 384 80
40.000000 400 80
48.000000 480 80
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